
How to setup the HLS software on a new computer
J Volk

September 28, 2009

1. First all file names are case sensitive and blank spaces matter

2. You must be an administrator to do this installation

3. The National Instruments PCI 232/485 card must be installed with the proper driver to

4. To check that right click on My Computer

5. Open manager

6. Left click on drivers (blue ellipse) the following window will open
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Figure 1

7. In the Red ellipse the NI PCI driver should appear note the com ports used those numbers will be important in the settings 

8. If The PCI card is not there go to the National Instrument home page and get the current driver for PCI 232/485 card. The version I am using is 3.5.0

9. Do not install the PCI 232/485 card Install the driver first then shutdown the computer and install the card. 

10. After re starting the computer go to step 4 and check that the PCI cards are there. If not call National Instruments to figure out what is wrong.

11. In C:\Program Files create a directory HLS

12. In the HLS directory make three more directories see red circle figure 2
a. HlsService

b. HlsInterface

c. CVIT install
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Figure 2

13. Copy from a working computer the contents of HlsService,  HlsInterface and the Cvidist into the folders that were just made or get them from Kondaurov. http://www.inp.nsk.su/~kondaur/downloads
14. Note the HlsService file in the Kondaur download does not at present have all necessary files these must be copied from a working computer. 

15. Delete and .sets files in the HlsService folder.

16. In the start menu go to run and type in cmd

17. A black screen will open check to be sure you are in the C:\ directory do a cd .. to back out of any directory until you are at C:\

18. Then type “C:\Program Files\HLS\HlsService\instsrv.exe” HlsService “C:\Program Files\HLS\HlsService\srvany.exe”

a. Note the “ are necessary and the position IS IMPOTANT!

19. A statement about service started should pop up

20. Go to the cvidist folder

21. Run the setup.exe This will install the cvidistkit and the XPEH program
22. This should make the HlsService

23. You will need to re start the computer at this time

24. Open up the command window type services.msc or right click on My Computer and left click on services a new window will open

25. In that window look for HlsService 

26. Click on the name and check properties

27. Make sure the startup is automatic

28. Open  the control panel go to Windows Firewall Figure 3
[image: image3.png]General | Exceptions | Advanced |

You mst be a camputer administiatar o changs these seligs

‘Windows Frewal helps protect your computer by preventing unsuthorzed users
from gaining accessto your computer thiough the Itemnet or a network.

@ & On (recommended)

This seting blacks al autside saurces from conneeting to this
compute, with the exception o those selected on the Exceptions tab

I~ Don't allow exceptions
Select s when you connect o publc ntworks iness secure
locstons, such as aipots. You wil not be notiied when Windows

Fiewall bocks progtams. Selectons an the Exceptions tab il be
igrored

@ € 0ff (not recommended)

Avoid using tis seting. Turming off Windows Fiewallmay make this
computer more vuinerable o viuses and intuders

‘Windaws Firewalis using your nor-domain setfings.

iiat el ol K aboi Windais Fiawalt

=





Figure 3

29. In the Exceptions tab click the Add program  Red Circle Figure 4

30. Browse for HlsService

31. This will be in C:\HLS\HlsService

32. Add this program to the exceptions list so it is not blocked
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Figure 4

33. Also check Task Manager Process tab to see that the HlsService is running

34. If the service will not start because it has nothing to do you need to modify the registry
35. Go to a computer with a working HlsService

36. In command window type Regedt32 a new window will open 

37. On the left menu select HKEY_LOCAL_MACHINE
38. Then select HKEY_LOCAL_MACHINE\SYSTEM
39. Then select HKEY_LOCAL_MACHINE\SYSTEM\CurrentControlSet\Services
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Figure 5

40. Then select HKEY_LOCAL_MACHINE\SYSTEM\CurrentControlSet\Services\HlsService
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Figure 6

41. Then select HKEY_LOCAL_MACHINE\SYSTEM\CurrentControlSet\Services\HlsService\Parameters
42. Make backup of this registry in case there are problems. Export the existing registry to a flash drive.

43. If Parameters does not exists create this folder with the edit button in the tool bar

a. On the right menu there are two files export these to flash drive
b. If they do not exists create them with the edit button click on Parameters then go to the tool bar and click on edit

c. From a working machine in the similar file under the file tab on the header hit export and put them on a flash drive or on the machine you are working on.

d. If on a flash drive import using the same process to get these files
44. Put the flash drive in the working computer and repeat steps 24 to 28

45. Use the file tab (red circle) to Import these two registry files blue ellipse Figure 7
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Figure 7

46. It may be necessary to restart the computer at this point.

47. Check the task manager to see that HlsService is running

48. Go to Device manager on My Computer and check what com ports are used by the National instruments card

49. Open the HlsInterface.exe and they hit the connect button it should turn green

50. IF there are TCP errors go and delete the .sets files in HlsService and HlsInterface

51. Click the Options tab and then the settings file;

a.  Enter the serial numbers of the HLS sensors 

b. I fusing PCI card Click on Comports and click on the comports used by the PCI card see step 7. If just using a PoE switch do not click on any comports.
c. Enter the serial number of each sensor that is an SAS type and the serial number and the IP address for SAS-E type
d. The first 3 numbers of the switch IP address and the HLS sensor IP address must be the same we use 192.168.255.XXX where XXX is for a particular HLS sensor

e. Be sure that Save Data is checked and that the Save To box is going to the drive and file you want

f. In Options load the SAS calibration file

g. Set the accumulation time to 15 and the measure period to 4.0
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52. Click Save settings

53. Close that window

54. On the interface click the write settings button 

55. Click the re start service button

56. The system should be working.
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